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CONNECT NEUTRAL WIRE AND
GROUND WIRE FROM RGS CONDUIT
BUSHING OR GROUND CLIP TO
GROUND STUD INSIDE POLE
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REFERENCE STREETLIGHT GUIDELINES

FOR DETAILS OF UFER GROUNDING ———_| )
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RGS CONDUIT
GROUND BUSHING

GROUND
LUG

#6 BARE COPPER

FOUNDATIONAL GROUND
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#6 BARE COPPER
GROUND WIRE

MININUM (TO RGS)

T

*|F STREETLIGHT IS INSTALLED WITHIN 6’ OF THE
SFPUC CONNECTION POINT, ADJACENT STREETLIGHT
PULL BOX IS NOT REQUIRED. IF MULTIPLE
STREETLIGHTS ARE TIED INTO UNDERGROUND SERVICE
BOX, INSTALL IN—LINE FUSE FOR ADJACENT
STREETLIGHT. IN CONJUNCTION WITH OVERALL CIRCUIT

¢ FUSE. (SEE UNDERGROUND SERVICE BOX DETAIL.)

!7 *6'—0" MAX, ————————|

STREETLIGHT SERVICE BOX (SEE DETAIL TO THE RIGHT)

INSTALL STREETLIGHT PULL BOX AS CLOSE TO S.F.P.U.C
SECONDARY BOX AS POSSIBLE TO MINIMIZE CIRCUITRY
WITHOUT GROUND

—f—— STREETLIGHT CONNECTION POINT
(SFPUC SECONDARY BOX.)

1 1/2" RGS CONTINUOUS
(BOND IN BOXES
TYPICAL)

GROUNDING DETAIL

GROUND WIRE IN CONDUIT NOT REQUIRED FROM

UNDERGROUND SERVICE BOX TO SFPUC SECONDARY BOX.

1 1/2" CONDUIT

5/8" DIAMETER COPPER CLAD BY 10’ LONG
GROUND ROD

CHRISTY 3 1/2 BOX
W/ LD INSCRIBED:

"SFPUC”
"STREET LIGHTING”
PER CITY SPECIFICATION

CODE APPROVED GROUNDING
BUSHING WITH ONE FULL LAP OF
#6 AWG BARE STRANDED COPPER

DUCT SEAL

— WATERPROOF 1 POLE FUSEHOLDER SPLICE CONNECTOR
RATED 30A 600V WITH FUSES AS INDICATED AT BOX
ADJACENT TO S.F.P.U.C SECONDARY BOX. ALSO
INSTALL FUSE FOR EACH LUMINAIRE IN ADJACENT ST.
LT. BOX.
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 UNDERGROUND PHASE

CONDUCTOR(S)
WATERPROOF SPLICE(TYPICAL)

#6 AWG BARE STRANDED COPPER GROUND
WIRE (TYPICAL ALL BOXES)

¢ NEUTRAL
DUCT SEAL

RGS CONDUIT As
SPECIFIED

TO LUMINAIRE(S)

5/8" DIAMETER COPPER CLAD
BY 10’ LONG GROUND ROD

——— 3" MIN. GRAVEL SIZED BETWEEN 1/4"-1/2"
WITHOUT SHARP EDGES COMPACTED TO 90%

[/ RGS CONDUIT AS SPECIFIED

A\
TO SFPUC SOURCE

— UNDERWRITER LABORATORIES
LISTED GROUND CLAMP
SUITABLE FOR DIRECT BURIAL

STREETLIGHT SERVICE BOX DETAIL

STREETLIGHT SERVICE
AND CIRCUIT REQUIREMENTS

STANDARD PLANS
ELECTRICAL
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ENTERPRISE
ENGINEERING: STREETLIGHTS

SFPUC — POWER

CITY AND COUNTY OF
SAN FRANCISCO

CONSULTANTS; OTHER AGENCIES

THIS STANDARD PLAN WAS DEVELOPED FOR USE ON
PUBLIC UTILITIES COMMISSION PROJECTS IN THE CITY AND
COUNTY OF SAN FRANCISCO, AND SHALL NOT BE USED
WITHOUT CONSULTING A REGISTERED PROFESSIONAL
ENGINEER. SFPUC/POWER RESERVES THE RIGHT TO MAKE
REVISIONS TO THIS STANDARD PLAN AT ANYTIME.
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